Main pneumatic components
Cylinders for engine
- Series PRA, double-acting cylinder
- Available diameters: @32, @40, @50, @63, J80, J100

- Available strokes:
50*/80*/100*/125*/160*/200*/250/320/400/500 mm

- *: CANNOT be used for @32, @40

- Cushioning: pneumatically, adjustable

With magnetic piston for sensor ST6

Cylinders for other actuating
- Series MNI, double-acting and single acting cylinder
- Available diameters: @16, 320, @25

- Available strokes:

25/50/80*/100*/125*/160*/200*/250*/320*/400*/500* mm

- *'NOT available for single-acting cylinders
- Cushioning: pneumatically, adjustable

- With magnetic piston for sensor ST6 (sensor holder is
needed)

More information, catalogue pages, 2D and 3D drawings are available in the following link: http://www.aventics.com/pneumatics-

catalog

You need to order the most important accessories:
Cylnder mountings
Piston rod connectors
Sensors

Pneumatic connectors:

Diameter J16 @20 @25 32 @40

50

J 63

80

@100

Connection M5 G 1/8 G 1/8 G1/8 | G1/4

G 1/4

G 3/8

G 3/8

G 1/2



http://www.aventics.com/pneumatics-catalog
http://www.aventics.com/pneumatics-catalog

Accessories for PRA cylinders:

Accessories for MNI cylinders:




Directional valves

Mechanically operated valves

Series | Function Actuating Conn. | Working pressure | Nominal flow
3/2 Roller, lever, . .
AP monostable/bistable | panel mounting 4 0 /10 bar 250 Ni/min
CDO04 3/2 monostable Roller, lever 1/8” -0,95 /10 bar 900 Ni/min
5/2 » i
CcDo7 . Roller, lever Ya -0,95 /10 bar 1400 NI/min
monostable/bistable
%, 3/8”, .
SCo01 2/2; 3/2 Lever 1w -0,8 /50 bar 3500-8500 NI/min
Pneumatically operated valves
Series | Function Actuating | Conn. | Working press. | Nominal flow
CD04 312, 512 , Pneumatic 1/8” -0,95 /10 bar 900 NI/min
monostable/bistable
CDO07 312, 512, 513 , Pneumatic 1/4” -0,95 /10 bar 1400 NI/min
monostable/bistable
2,5/2 . .
CD12 312, 512, 513 Pneumatic 1/2” -0,95 /10 bar 3600 NI/min

monostable/bistable

TCog | 2X8/% 512,513 Pneumatic | 7/8” | -0,9/10 bar 800 NI/min
monostable/bistable

Tc15 | 232, 5/2,5/3 Pneumatic | 1/4” -0,9 /10 bar 1500 NI/min
monostable/bistable

Electrically operated valves

Series | Function Actuating Con | Working pressure Nominal
n. flow

cbo4 er;:(z)hts)/sztable/bistable (Zejt;/ragllinternal 78" ﬁéi:ﬁg (/)fg b/alr0 ! 900 Ni/min

cDo7 zihglsztéts)ll:/bistable ijt\e/rasllintemal (a8 :En):teer:;?ls (/)fg b/alr0 ! 1400 N/min

cb12 zihglsztéts)ll:/bistable ijt\e/rasllintemal vz :En):teer:;?lz (/)fg b/alr0 ! 3600 Ni/min

TCo8 rznxjrf)’sfeiille%si)stable ijt\e/rasllintemal /8’ E);;(ar:]r;?l 2(5)3 ? ig %:? f 800 Nl/min

TC15 rznxjrﬁisfe:f)lle%si)stable ijt\e/rasllinternal " :En)t(teer:;?IS (/)lfolbzcr) ! 1500 Ni/min

More information, catalogue pages, 2D and 3D drawings are available in the following link:
http://www.aventics.com/pneumatics-catalog
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You need to order the most important accessories:

Silencers and pneumatic connectors:

Series AP SC01 CD04 | CDO7 | CD12 | TCO8 | TC15

Port 1/2/3/4/5 G118 | %38,% | G18 | G14 | G1/2 | G1/8 | G1/4

Port 12/14 (external

: . - - G18 | G1/8 | G1/8 M5 M5
piloted version)

Number of connectors and silencers:

Function 2/2 3/2 5/2 5/3 2x3/2
Pneum. conn. | 2pcs | 2pcs 3 pcs 3 pcs 3 pcs
Silencers - 1pc 2pcs | 2pcs 2 pcs

Electrical connector:

Series CDo4 CDo7 CD12 TCO8 TC15

Type FormB | Form A | Form A | FormC | Form C




